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1a Attach handle by inserting
the #10-32 x 21⁄2" flat head screw
on inside of door through screw
cover backplate and the lower hole.
Leave screw loose for adjustment.
Proceed to step 2.

inside

4a Slide knob onto spindle with
set screw hole down and toward
hinges until it is flush with rosette.
Insert set screw and tighten with
Allen wrench. Knob/lever is
secured when set screw enters 
V groove in spindle. Attach bottom
screw cover.

4b Slide knob onto spindle with
set screw hole down and toward
hinges until it is flush with rosette.
Insert set screw and tighten with
Allen wrench. Knob/lever is
secured when set screw enters 
V groove in spindle. Tighten the
#10-32 x 23⁄4" oval head screw to
secure the decorative screw base.
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3bPosition rosette over dummy
inside adapter. Using rose retainer
wrench, thread the rose retainer
onto the threaded portion of the
adapter. Align rosette edge with
door edge and tighten. Proceed to
step 4b.

1b Attach handle by inserting
the #10-32 x 23⁄4" oval head screw
on inside of door through
decorative screw base and the lower
hole. Leave screw loose for
adjustment. 

2Place the new dummy inside
adapter on the door, aligning the
holes in adapter with posts on
outside handleset. Secure with two
new #10-32 x 11⁄4" truss head screws.

3aPosition rosette onto dummy
inside adapter and snap into place.
If your rosette has a
third slot (smaller),
it should face down.
Proceed to step 4a.
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